
Bay Star
Bay star offering, perfect for replacing HID technology in factories, warehouses, distribu�on centres and light 

industrial. Installing bay light is the point to improving the produc�vity of your workers and factory condi�on. This 

state of the art LED luminaire delivers op�mum performance in light output, life�me, and func�onality. It ensures 

wide and uniform ligh�ng throughout the facility. Baystar delivers up to 60% energy savings, whilst maximizing 

performance.

LED

Features & Bene�ts 
● Luminary efficacy reaches 130 lm/W, which gives more than 60% of energy saving when compared to HID lamp.

 Mul�ple lumen packages and op�cs to suit Uniform light distribu�on with symmetrical beam crea�ng●

    outstanding illuminance in industrial ligh�ng applica�ons.

 Painted non-corrosive die-cast aluminium housing and steel bracket gives extra strength when the luminaire is●

    installed in a harsh environment.

 Best Thermal Management by Maintaining the "Zero Air Gap" between MCPCB and aluminium modules for●

    fastest heat dissipa�on.

 Superior W/m² performance delivered op�mal ligh�ng effects to fit industrial applica�ons.●

 High quality of light by increase CRI up to 85 for all colour temperature.●

 World class, approbated quality components (LEDs / Driver / etc.).●

 Low maintenance cost.●

 Life�me of over 50,000 hours, which requires no lamp replacement a�er installa�on.●

 Easy installa�on and maintenance by mul�ple moun�ng op�ons (hook/bracket).●



LEDSpeci�cations
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Lumen / Wa�

Lamp Colour

Colour Rendering Index

Op�cs
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Surge Protec�on

Housing

Flex Cable

Life�me

Classifica�ons

Input Voltage
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Bay Star

PLBL ( 523)

50Wa� / 75Wa� / 100Wa� / 150Wa� /  225Wa�

130 lm/W

2700K, 4700K, 6500K

>80 

Op�cal lens given uniform light distribu�on.

Integrated (Constant current driver)

10 kV 

Aluminum housing finished by grey coa�ng.

Yes - 1m  

50, 000 hrs 

IP65 

180 - 270V AC - 50Hz 

> 0.95 

Moun�ng bracket allow surface moun�ng. 

Indoor industries where by height is above 5Mtr, warehouse,

Indoor sports stadiums. 

Accessories  & Controls

In-built integrated electronic LED driver

Installa�on

Suitable for pendent / ceiling mounted using moun�ng bracket.

System

Wa�age

(W)
Product Code Ordering Code

LED

Wa�age

Rated

Voltage

(V)

Mains

Current

(A)

Approx

Weight

(Kg)

Case Lot

(Nos.)

43

65

87

130

195

50

75

100

150

225

230

230

230

230

230

0.23

0.34

0.46

0.68

1.03

1 Nos.

1 Nos.

1 Nos.

1 Nos.

1 Nos.

PLBL 523 / 50

PLBL 523 / 75 

PLBL 523 / 100

PLBL 523 / 150

PLBL 523 / 225

PLBL 523 / 20 / 700

PLBL 523 / 30 / 700

PLBL 523 / 40 / 700

PLBL 523 / 60 / 700

PLBL 523 / 90 / 700

PLBL 523 / 50

PLBL 523 / 75 

PLBL 523 / 100

PLBL 523 / 150

PLBL 523 / 225

Product Code
Dimension in mm

Lumens WL H

290

290

295

345

350

197

197

220

305

350

190

190

190

190

190

5700

8500

11400

17000

25600

4.000

4.050

4.750

6.250

8.350


